This will impact the walking path and Contractor will display signs warning of closed walking path at intersections coming from both directions.  This will give the pedestrians a chance to cross the road at the appropriate crosswalks to get to the other walking path on the other side of the road.   
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OTHER SIDE OF ROADWAY DETOUR
FOR MID-BLOCK CLOSURE

NOTEST
WHEN CLOSING OR RELOCATING CROSSWALKS OR SIDEWALXS, PROVIOE
DETECTAGLE TEWSORARY. FACILITIES AND. NCLUDE. ACCESSIATLITY
PEATCRES COUSISTENT WITY EXISTING. PEOESTRIAN FACILITIES. THE
WINDION. TEMPORART WALKWAY WIOTH SHOULD) BE. THE, WIDTH.OF THE
BASTING FACILITY. 1 THE EXISTING PACILITY HAS  WIDTH CREATER
‘TN 608, THE WIDTH OF THE TEPORARY FACILITY 1Y OF 501
IFTHE WIDTH OF THE DETOUR IS £56 THAN 60°, A 60" WIDE
Pastii"SPACE 15 REGUIRED EVERY: 200%

TENPORARY TRAFFIC CONTROL DEVICES FOR PEDESTRIANS ARE SHOWN.
OTHER TRALLBLAZING SIGNS 0% DEVICES, UAY BE NEEDED FOR ADFGUATE
ROUTING. STAGE WORK A3 NECESSART 0 PROVIDE AN AL TERNATE
PEDESTRIAN, ROUTE. (APR)AT AL TIMES.

PROVIDE A SNOOTH, CONTINUOUS, HARD. SURFACE. THROUGH THE LENGTH OF
THE APR. PROVIDE A IFM, STABLE, FREE-DRATNING, NOV-SL 1P, TENPORARY
WADHAY SURPACE SECARDLESS OF WEATHER  CONDITIONS, SUPPORT THE
TEMPORART WALKWAY SURFACE WITH A SOLID GASE 10 COVER SHORT
SEGNENTS o ROUGH, SOFT. O UNEVEN. GROUNG. THE TEMPORARY WALKWAY
Shrrice il XLUOW NORUAL USKCE 0F WHEEL crkTs, WAL Kexs,
STROLLERS, AND, OTHER WOBILITY DEVICES: CONCRETE. BITUMINOLS, STEEL,
RUBSER, NOOD (374" O THICKER) AND PLASTIC ARE ACCEPTABLE SURFACE.
MATERTALS FoR. THe TEMPORARY WALKWAY SURFACE, CRAVEL MILLINGS, OR
OTHER, UNEVEN. SURFACES ARE NOT ACCESTABLE SURFACE WATERTALS. T
NEEDED, PROVIDE'SOIL STABILIZATION 10 PREVENT EROSION. AROUND
VENPORARY SURFACES.

COVER OR DEACTIVATE ANY PEDESTRIAN TRAFFIC SIGNALS CONTROLLING
E205E0 COSSHALKS.

APR SHOULD GE KEPT FREE OF TRASH, SEDINENT, AND DESRIS.
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NoTES:

L When crosswalks, sdewaks,or other pedestran faiites are blocked, closed,

orrelocared, temporary faciies shal nclude accessbiy festures consisent
ith the festures precent in the sxsting pedaserian faciy.

2. When a sidewalk s closed but workers are present to halt operations and
provide sae passage through the work s, the devices Shown are not
Faqired. Padestrians may be deiayed for 3 short period of ame for project
personnel to move equipment and material to facitate passage. Project
ersannel may also 3551 pedestrians n navigaung the work son

3. The examples show only key typical dimensions. Refer o the MnDOT
Pedsstaian Accommodsbons Through Werk Zanes website (g i,
dotstate mn usiraficene Juorkzone ap il fo standards, udance, and
‘opons when blocking, clesing, or relocang pedestran faciices.

4. Only trafic control devices controling pedestran flows are shown. Other
devices may be needed to control SHe on the Sreets.

(®) n pproved sucible messag devce or e message houid be provided
e e e woct a messags dovce houlrose
et of e bty pesesar. dwour e
e, enethof (nd o dtenca o) he by pe oy rescsons o
TSR and e ormation e Rure ond sabor of Seviss houla
R Grerinds o <a proee o 10 Rarang vk Devias iy o paced
o 2 Sk work 3w g e of e pamnsd ok

(®) T Internationsl Symbel of Accesiiiyshould b dispayed when any
ey oo = ok Sane ot besn detemingd 10 o T complant.
e B e a0 e Sepioed i the eteor < mottony
T

7. Padsstrian trafic signal displays controling clozed crozswalks shall be coverad.

5. Pedestrian detour traiblazing sgns should be used i the pedestrian detour s
Iocated somepiace other than across the street from the sidewalk closure.

5. Place signs and barrcades insuch 3 way 25 to minimize hazard to pedestians
from walking into igns. Ifnot possible, rotect with detactable edges and/or
Channeizing devices.

AALTERNATE PEDESTRIAN ROUTE
CROSSWALK CLOSURES AND PEDESTRIAN DETOURS

LAYOUT 88a
LAYOUT 8828 b

3DAYS or LESS Pty
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AALTERNATE PEDESTRIAN ROUTE
CROSSWALK CLOSURES AND PEDESTRIAN DETOURS
3DAYS or LESS. LAYOUT 885 LAYOUT 8828 b
K880





